NO ISSUE PUBLISHED
An Oedometer-Type Pressure Plate SWCC Apparatus  
Perez-Garcia N, Houston SL, Houston WN, Padilla JM

Influence of Test Method on Direct Shear Behavior of Segmental Retaining Wall Units  
Bathurst RJ, Althoff S, Linnenbaum P

A Simple Triaxial System for Evaluating the Performance of Unsaturated Soils Under Repeated Loading  
Thom R, Sivakumar V, Brown J, Hughes D

Experiment Setup for Shear Wave and Electrical Resistance Measurements in an Oedometer  
Lee C, Lee J, Lee W, Cho T

Camera Calibration Using Neural Network for Image-Based Soil Deformation Measurement Systems  
Zhao H, Ge L

Estimation of Osmotic Suction from Electrical Conductivity and Water Content Measurements in Unsaturated Soils  
Abedi-Koupai J, Mehdizadeh H

Effect of Specimen Size on Quasi-Elastic Properties of Toyoura Sand in Hollow Cylinder Triaxial and Torsional Shear Tests  
HongNam N, Koseki J, Sato T

Determination of Cylindrical Soil Specimen Dimensions by Imaging with Application to Volume Change of Bentonite-Sand Mixtures  
Önal O, Ören AH, Özden G, Kaya A

Physical Modeling of Landslide Stabilization Methods in an Overconsolidated Clay  
Fioravante V

One-Dimensional Compression Tests on Stabilized Clays Incorporating Shear Wave Velocity Measurements  
Hird C, Chan C
Finite element analysis of highway construction in peat bog
Yong Tan

Effect of soil microstructure on the compressibility of natural Singapore marine clay
Han-Eng Low, Kok-Kwang Phoon, Thiam-Soon Tan, and Serge Leroueil

Clogging: bridge formation and vibration-based destabilization
Julio R. Valdes and J. Carlos Santamarina

Analysis of the annual thermal response of an earth dam for the assessment of the hydraulic conductivity of its compacted till core
M. Smith and J.-M. Konrad

Design of geosynthetic reinforcements for platforms subjected to localized sinkholes
Pascal Villard and Laurent Briançon

Resistivity measurements as a tool for outlining quick-clay extent and valley-fill stratigraphy: a feasibility study from Buvika, central Norway
Inger-Lise Solberg, Jan Steinar Rønning, Einar Dalsegg, Louise Hansen, Kåre Rokoengen, and Rolf Sandven

A coupled consolidation shear model for the process of formation of glaciated soils
Bingquan Huang and Jitendra S. Sharma

Two-scale modeling of unsaturated water flow in a double-porosity medium under axisymmetric conditions
Adam Szymkiewicz, Jolanta Lewandowska, Rafael Angulo-Jaramillo, and Joanna Butlańska

Wetting-induced volume changes in compacted silty clays and high-plasticity clays
Valéry Ferber, Jean-Claude Auriol, Yu-Jun Cui, and Jean-Pierre Magnan

A closed-form solution for composite tunnel linings in a homogeneous infinite isotropic elastic medium
Hany El Naggar, Sean D. Hinchberger, and K. Y. Lo

Prediction of friction capacity of driven piles in clay using the support vector machine
Pijush Samui
Three-dimensional absorbing boundary for analysis of fluid-saturated porous media
Mohammad Reza Maleki Javan, Asadollah Noorzad and Manouchehr Latifi Namin

Equivalent pile load–head settlement curve using a bi-directional pile load test
Jong-Sub Lee and Yung-Ho Park

Optimum design of cantilever sheet pile walls in sandy soils using inverse reliability approach
G.L. Sivakumar Babu and B. Munwar Basha

Bearing capacity of shallow foundations on rocks obeying a modified Hoek–Brown failure criterion
Z. Saada, S. Maghous and D. Garnier

A generalized slip line solution to the active earth pressure on circular retaining walls
F.Q. Liu and J.H. Wang

Dynamic response of a porous seabed–pipeline interaction under wave loading: Soil–pipeline contact effects and inertial effects
M. Luan, P. Qu, D.-S. Jeng, Y. Guo and Q. Yang

Time-settlement behaviour of piled raft foundations using infinite elements
John C. Small and Hana L.S. Liu

Numerical analysis of blast-induced liquefaction of soil
Zhongqi Wang, Yong Lu and Chunhua Bai

A unified constitutive model for both clay and sand with hardening parameter independent on stress path
Y.P. Yao, D.A. Sun and H. Matsuoka

A simple method to analyze infiltration into unsaturated soil slopes
Kenneth Gavin and Jianfeng Xue

Deep excavation-induced ground surface movement characteristics – A numerical investigation
Chungsik Yoo and Dongyeob Lee

An assessment of time integration schemes for dynamic geotechnical problems
Stavroula Kontoe, Lidija Zdravkovic and David M. Potts
Role of micromechanics features on stress-level dependency of cross-anisotropic elastic moduli in granular soils
Young-Hoon Jung and Choong-Ki Chung

A GIS application for assessing landslide hazard over a large area
A. Zolfaghari and A.C. Heath

Technical Communications:

A new back analysis of strength parameters from single slips
Jing-Cai Jiang and Takuo Yamagami

Vertical bearing capacity for ring footings
L. Zhao and J.H. Wang

Discussion:

Comments on ‘Two-dimensional slope stability analysis by limit equilibrium and strength reduction methods’ by Y.M. Cheng, T. Lansivaara and W.B. Wei
J. Bojorquez, G. De Roeck and J. Maertens

Y.M. Cheng, T. Lansivaara and W.B. Wei
Shear strength characterization of municipal solid waste at the Suzhou landfill, China
Tony L.T. Zhan, Y.M. Chen and W.A. Ling

A study on the identification of liquefaction-induced failures on ground surface based on the data from the 1999 Kocaeli and Chi-Chi earthquakes
Bora Sonmez, Resat Ulusay and Harun Sonmez

Site effects modelling applied to the slope affected by the Suusamyr earthquake (Kyrgyzstan, 1992)
C. Bourdeau and H.-B. Havenith

A study of the seismic response of the city of Benevento (Southern Italy) through a combined analysis of seismological and geological data
G. Di Giulio, L. Improta, G. Calderoni and A. Rovelli

An assessment on the use of logistic regression and artificial neural networks with different sampling strategies for the preparation of landslide susceptibility maps
H.A. Nefeslioglu, C. Gokceoglu and H. Sonmez

Utilization of a new soil stabilizer for silt subgrade
Zhi-Duo Zhu and Song-Yu Liu

Permeability of compacted granule–clay mixtures
A. Shafiee
GEOMECHANICS AND GEOENGINEERING

No new issue published.
GEORISK
Assessment and Management of Risk for Engineered Systems and Geohazards

No new issue published.
Compaction Effects on Strains within Profiled Thermoplastic Pipes
By Brachman, Moore, and Munro

Measurement of Geotextile-Water Characteristic Curves using Capillary Rise Principle
By Krisdani, Rahardjo, and Leong

The Effect of Fine Soil Content on the Filtration Characteristics of Geotextile Under Cyclic Flows
By Chen, Ho, and Hsu

Seismic Stability of Reinforced Slopes: Effects of Reinforcement Properties and Facing Rigidity
By Huang, Horng, and Charng

Shear Strength and Deformation Characteristics of Geosynthetic Soil Bags Stacked Horizontal and Inclined
By Matsushima, Aqil, Mohri, and Tatsuoka

Leachate Chemical Composition Effects on OIT Depletion in an HDPE Geomembrane
By Rowe, Islam, and Hsuan

Buckling Experiments on Polyethylene Liners with Egg-Shaped Cross-Sections
By Falter, Miller-Rochholz, Eilers, and Gutermann

Overall Slope Stability of Prestressed Geosynthetic-Reinforced Embankments on Soft Ground
By Shukla and Kumar
Stochastic Modeling of Progressive Failure in Heterogeneous Soil Slope
D. R. Pathak, H. N. Gharti, A. B. Singh and A. Hiratsuka

Comparison of Methods for Determining Specific-surface Area of Fine-grained Soils
D. N. Arneppalli, S. Shanthakumar, B. Hanumantha Rao and D. N. Singh

Fragmentation Energy in Rock Blasting
Essaïeb Hamdi, Najla Bouden Romdhane, Jean du Mouza and Jean Michel Le Cleac’h

Design and Application of Underground Mine Paste Backfill Technology
Tikov Belem and Mostafa Benzaazoua

Sustainable Construction Case History: Fly Ash Stabilization of Recycled Asphalt Pavement Material
Lin Li, Craig H. Benson, Tuncer B. Edil and Bulent Hatipoglu

Efficacy of Cement-stabilized Fly Ash Cushion in Arresting Heave of Expansive Soils
M. Rama Rao, A. Sreerama Rao and R. Dayakara Babu

Effect of Rainfall Intensity on Infiltration into Partly Saturated Slopes
Jianfeng Xue and Kenneth Gavin

Liquefaction analysis and soil improvement in Beydag dam
Davut Yılmaz, Fatih Babuçu, Serhat Batmaz and Fatih Kavruk

Effect of Inter-Column Spacing on Soil Stresses due to Vibro-Installed Stone Columns: Interesting Findings
Hesham Elshazly, Mohamed Elkasabgy and Azza Elleboudy
GEOTECHNIQUE
Volume: 58, Issue: 1
February, 2008

Variation of suction pressure during caisson installation in sand
M. N. Tran and M. F. Randolph

Rate effects on the vertical uplift capacity of footings founded in clay
B. M. Lehane, C. Gaudin, D. J. Richards and M. J. Rattley

Determination of the anisotropic shear stiffness of an unsaturated decomposed soil
C. W. W. Ng and S. Y. Yung

Soil layer response to pore pressure variations at the boundary
E. Conte and A. Troncone

Thermo-mechanical behaviour of a compacted swelling clay
A.-M. Tang, Y.-J. Cui and N. Barnel

Shear strength model for overconsolidated clay-infilled idealised rock joints
B. Indraratna, M. Jayanathan and E. T. Brown

Physical characteristics of subglacial tills
B. G. Clarke, D. B. Hughes and S. Hashemi

Discussion: Yield strength and critical strength of liquefiable sands in sloping ground (G. Mesri (2007). Gotechnique 57, No. 3, 309311)
D. V. Morris

Book review: Clay Materials Used in Construction
J. P. Harrison
Mechanics of tunnelling machine screw conveyors: a theoretical model
A. S. Merritt and R. J. Mair

Insight into seismic earth and water pressures against caisson quay walls
P. Dakoulas and G. Gazetas

Monotonic and cyclic behaviour of sand under torsional loading
V. N. Georgiannou, A. Tsomokos and K. Stavrou

A new yield and failure criterion for geomaterials
G. Mortara

State-dependent constitutive model and numerical solution of self-weight consolidation
B. C. Hawlader, B. Muhunthan and G. Imai

Use of diaphragm walls to mitigate ground movements induced by tunneling
E. Bilotta
Gas flow through clay barriers  
S. Olivella and E. E. Alonso

Effect of embedment on the undrained capacity of shallow foundations under general loading  
S. Gourvenec

Pile and penetrometer end bearing resistance in two-layered soil profiles  
X. Xu and B. M. Lehane

Compaction behaviour of clay  
A. Tarantino and E. De Col

Anisotropic creep model for soft soils  
M. Leoni, M. Karstunen and P. A. Vermeer

Technical Note: Influence of roundness on the void ratio and strength of uniform sand  
P. C. Rousé, R. J. Fannin and D. A. Shuttle
GEOTEXTILES AND GEOMEMBRANES

No published issues
GROUND IMPROVEMENT

No new issue published.
Non-isothermal plasticity model for cyclic behaviour of soils
L. Laloui, C. Cekerevac

Bifurcation and instability modelling by a multimechanism elasto-plastic model
Kamel Hamadi, Arézou Modaressi-Farahmand Razavi, Félix Darve

Vertical vibration of an elastic strip footing on saturated soil

A note on the generation of periodic granular microstructures based on grain size distributions
H. A. Meier, E. Kuhl, P. Steinmann

Settlements and stresses of multi-layered grounds and improved grounds by equivalent elastic method
Hiroyoshi Hirai

The probabilistic distinct element method
P. Moarefvand, T. Verdel
Undrained Shear Strength of $K_0$ Consolidated Soft Soils
Li-Zhong Wang, Kai-lun Shen, and Sheng-Hua Ye

Thermal Conductivity Evolution of Saturated Clay under Consolidation Process
H. M. Abuel-Naga, D. T. Bergado, and A. Bouazza

Effect of Arching on Active Earth Pressure for Rigid Retaining Walls Considering Translation Mode
Shubhra Goel and N. R. Patra

Reliability-Based Analysis of Strip Footings Using Response Surface Methodology
Dalia S. Youssef Abdel Massih and Abdul-Hamid Soubra

2D and 3D Numerical Modeling of Combined Surcharge and Vacuum Preloading with Vertical Drains
Cholachat Rujikiatkamjorn, Buddhima Indraratna, and Jian Chu

Numerical Implementation of Anisotropic Continuum Model for Rock Masses
N. K. Samadhiya, M. N. Viladkar, and Moataz A. Al-Obaydi

Upper Bound for Cylinder Movement Using “Elastic” Fields and Its Possible Application to Pile Deformation Analysis
Assaf Klar
TECHNICAL PAPERS

Karl Terzaghi: From Theory to Practice in Geotechnical Filter Design
Jonathan Fannin

Loose Fill Slope Stabilization with Soil Nails: Full-Scale Test
J. Li, L. G. Tham, S. M. Junaideen, Z. Q. Yue, and C. F. Lee

Rapid Construction and Settlement Behavior of Embankment Systems on Soft Foundation Soils
C. B. Farnsworth, S. F. Bartlett, D. Negussey, and A. W. Stuedlein

Laboratory Investigation on Reactivated Residual Strength
Paolo Carrubba and Marco Del Fabbro

Behavior of Railroad Ballast under Monotonic and Cyclic Loading
William F. Anderson and Peter Fair

Dynamic Stiffness of Foundations on Inhomogeneous Soils for a Realistic Prediction of Vertical Building Resonance
L. Auersch

Corrosion Rate Evaluation and Prediction for Piles Based on Long-Term Field Performance
Jeramy B. Decker, Kyle M. Rollins, and Jared C. Ellsworth

Effects of Electrode Configuration on Electrokinetic Stabilization for Caisson Anchors in Calcareous Sand
Amnart Rittirong, Julie Q. Shang, Eltayeb Mohamedelhassan, Mostafa A. Ismail, and Mark F. Randolph

Equivalent Effective Stress and Compressibility of Unsaturated Kaolinite Clay Subjected to Drying
L. F. Vesga

Interactions between Three Tropical Soils and Municipal Solid Waste Landfill Leachate
Eric M. Frempong and Ernest K. Yanful

TECHNICAL NOTES

SPT Hammer Energy Ratio versus Drop Height
T. Leslie Youd, Hannah W. Bartholomew, and Jamison H. Steidl
Assessing the Potential of Internal Instability and Suffusion in Embankment Dams and Their Foundations
Chi Fai Wan and Robin Fell

At-Rest Earth Pressure of Overconsolidated Cohesionless Soil
Adel Hanna and Riad Al-Romhein

DISCUSSIONS AND CLOSURES

Discussion of “Predicting End Bearing Capacity of Post-Grouted Drilled Shaft in Cohesionless Soils” by Gray Mullins, Danny Winters, and Steven Dapp
Miguel Ruiz and Miguel Pando

Closure to “Predicting End Bearing Capacity of Post-Grouted Drilled Shaft in Cohesionless Soils” by Gray Mullins, Danny Winters, and Steven Dapp
Gray Mullins, Danny Winters, and Steven Dapp

Discussion of “Parametric Study of One-Dimensional Solute Transport in Deformable Porous Media” by Akram N. Alshawabkeh and Nima Rahbar
T. W. Lewis, D. W. Smith, and P. Pivonka

Closure to “Parametric Study of One-Dimensional Solute Transport in Deformable Porous Media” by Akram N. Alshawabkeh and Nima Rahbar
Akram N. Alshawabkeh and Nima Rahbar
TECHNICAL PAPERS

Strain Influence Diagrams for Settlement Estimation of Both Isolated and Multiple Footings in Sand
Junhwan Lee, Jongwan Eun, Monica Prezzi, and Rodrigo Salgado

Behavior of Slender Piles Subject to Free-Field Lateral Soil Movement
David J. White, Mark J. Thompson, Muhammed T. Suleiman, and Vernon R. Schaefer

Earth Pressure due to Vibratory Compaction
Tsang-Jiang Chen and Yung-Show Fang

Performance of Sheet Pile Wall in Peat
Yong Tan and Samuel G. Paikowsky

Effect of Progressive Failure on Measured Shear Strength of Geomembrane/GCL Interface
Patrick J. Fox and Robert H. Kim

Comparison of Field Data and Water-Balance Predictions for a Capillary Barrier Cover

Near-Infrared Spectroscopy for In Situ Monitoring of Geoenvironment
Masoud Ghandehari, Konstantinos Kostarelos, Kai-Chung Cheng, Cristian Vimer, and Sungho Yoon

Theoretical Equations on Hydraulic Conductivities of Bentonite-Based Buffer and Backfill for Underground Disposal of Radioactive Wastes
Hideo Komine

Metal Transport Parameters of a Gneiss Saprolitic Silty Soil for Liner Design
Monica Machado Stuermer, Maria Eugenia Gimenez Boscov, and Elisabeth de Oliveira

Coupled Use of Cone Tip Resistance and Small Strain Shear Modulus to Assess Liquefaction Potential
Debasis Roy

TECHNICAL NOTES

Uplift Performance of Transmission Tower Foundations Embedded in Clay
M. J. Rattley, D. J. Richards, and B. M. Lehane
Model Tests on Discontinuities in Subsurface Barrier Installed by the Vibrating Beam Method
W. Wu, F. Aschauer, and G. Reiser

Laboratory Analysis of Carbon Dioxide Hydrate
Lingyun Wu and Jocelyn L. H. Grozic

DISCUSSIONS AND CLOSURES

Discussion of “Nonlinear Stress-Strain Relationship of Soil Reinforced with Flexible Geofibers” by Duowen Ding and S. Keith Hargrove
Nilo Cesar Consoli

Discussion of “Effect of Penetration Rate on Penetrometer Resistance in Clay” by Shin Fun Chung
Ozer Cinicioglu

Closure to “Effect of Penetration Rate on Penetrometer Resistance in Clay” by Shin Fun Chung, Mark F. Randolph, and James A. Schneider
Shin Fun Chung, Mark F. Randolph, and James A. Schneider

Fred H. Kulhawy and Jie-Ru Chen
Influence of soil–structure interaction on the response of seismically isolated cable-stayed bridge
B.B. Soneji and R.S. Jangid

Dynamic response of high-speed rail foundations using linear hysteretic damping and frequency domain substructuring
Judith Wang, Xiangwu Zeng and D.A. Gasparini

Dynamic response of an eccentrically lined circular tunnel in poroelastic soil under seismic excitation
Seyyed M. Hasheminejad and Siavash Kazemirad

Pushover analysis of base-isolated steel–concrete composite structures under near-fault excitations
C.P. Providakis

Propagation of partially coherent non-stationary random waves in a viscoelastic layered half-space
Q. Gao, J.H. Lin, W.X. Zhong, W.P. Howson and F.W. Williams

Improvement of HVSR technique by wavelet analysis
Roberto Carniel, Petra Malisan, Fausto Barazza and Stefano Grimaz

TECHNICAL NOTE
An approach to digitize analog form of accelerograms recorded at Tarbela—Pakistan
M. Rizwan, M. Ilyas, A. Masood and I. Towhata
SOILS AND FOUNDATIONS

No new issue published.