Acta Geotechnica
No New Issue
ASTM – Geotechnical Testing Journal
No New Issue
Canadian Geotechnical Journal
No New Issue
Prediction of probabilistic settlements via spectral stochastic meshless local Petrov–
Galerkin method
Guang-Yih Sheu

An automatic procedure for train speed evaluation by the dominant frequency method
Sheng-Huoo Ni, Yan-Hong Huang, Kuo-Feng Lo

Multi-dimensional chemo-osmotic consolidation of clays
Yu-Chao Li, P.J. Cleall, H.R. Thomas

Elastoplastic constitutive modelling of soil–structure interfaces under monotonic and cyclic
loading
Sofia Costa D’Aguiar, Arezou Modaressi-Farahmand-Razavi, Jaime Alberto dos Santos,
Fernando Lopez-Caballero

An adaptive time integration scheme for blast loading on a saturated soil mass
R. Al-Khoury, J. Weerheijm, K. Dingerdis, L.J. Sluys

A fast algorithm for finding the first intersection with a non-convex yield surface Daichao
Sheng, Charles E. Augarde, Andrew J. Abbo

Evaluation of the compression index of soils using an artificial neural network Hyun Il
Park, Seung Rae Lee

Modelling the Cone Penetration Test in sand using Cavity Expansion and Arbitrary
Lagrangian Eulerian Finite Element Methods
A. Tolooiyan, K. Gavin

Unsaturated resilient behavior of a natural compacted sand
Hossein Nowamooz, Cyrille Chazallon, Maria Ioana Arsenie, Pierre Hornych, Farimah Masrouri

Stability of a circular tunnel in cohesive-frictional soil subjected to surcharge loading
Kentaro Yamamoto, Andrei V. Lyamin, Daniel W. Wilson, Scott W. Sloan, Andrew J. Abbo

Experimental and numerical study of the behavior of a reinforced-earth wall subjected to a
local load
E. Bourgeois, L. Soyez, A. Le Kouby

DISECA – A Matlab code for dispersive waveform calculations
R. Gaždová, J. Vilhelm

Numerical modeling of ground borehole expansion induced by application of pulse
discharge technology
Hyunku Park, Seung-Rae Lee, Tae-Hoon Kim, Nak-Kyung Kim

**Effect of rock mass disturbance on the stability of rock slopes using the Hoek–Brown failure criterion**
A.J. Li, R.S. Merifield, A.V. Lyamin

**Design of hydraulic structures considering different sheetpile configurations and flow through canal banks**
Ashraf A Ahmed

**Numerical analysis of an embankment built on soft soil reinforced with deep mixing columns: Parametric study**
Paulo J. Venda Oliveira, João L.P. Pinheiro, António A.S. Correia

**Probabilistic infinite slope analysis**
D.V. Griffiths, Jinsong Huang, Gordon A. Fenton
A hypothesis on the relative roles of crushing and abrasion in the mechanical genesis of a glacial sediment
Fatin Altuhafi, Béatrice A. Baudet

Field testing of irrigation effects on the stability of a cliff edge in loess, North-west China
L. Xu, F.C. Dai, L.G. Tham, X.B. Tu, H. Min, Y.F. Zhou, C.X. Wu, K. Xu

Deep geophysical investigation of the large Séchilienne landslide (Western Alps, France) and calibration with geological data
Olivier Le Roux, Denis Jongmans, Johan Kasperski, Stéphane Schwartz, Pierre Potherat, Vincent Lebrouc, Richard Lagabrielle, Ombeline Meric

The height of fractured water-conducting zone in undermined rock strata
Xiexing Miao, Ximin Cui, Jin'an Wang, Jialin Xu

Engineering characteristics of the calcareous sand in Nansha Islands, South China Sea
Xin-Zhi Wang, Yu-Yong Jiao, Ren Wang, Ming-Jian Hu, Qing-Shan Meng, Feng-Yi Tan

Integration of advanced monitoring and numerical modeling techniques for the complete risk scenario analysis of rockslides: The case of Mt. Beni (Florence, Italy)
Giovanni Gigli, Riccardo Fanti, Paolo Canuti, Nicola Casagli

Stiffness of a compacted residual soil
H. Rahardjo, F. Melinda, E.C. Leong, R.B. Rezaur

A methodology for characterizing the hydraulic effectiveness of an annular low-permeability barrier
Víctor Vilarrasa, Jesús Carrera, Anna Jurado, Estanislao Pujades, Enric Vázquez-Suné

Back analysis of the Joss Bay Chalk Cliff Failure using numerical modelling
T.D. Styles, J.S. Coggan, R.J. Pine

An empirical approach for estimating shear strength of decomposed granites in Galicia, Spain
L.R. Alejano, C. Carranza-Torres

Two-dimensional deep-seated slope stability analysis of embankments over stone column-improved soft clay
Sari W. Abusharar, Jie Han
Elasto-viscoplastic modeling of Osaka soft clay considering destructuration and its effect on the consolidation analysis of an embankment
M. Mirjalili; S. Kimoto; F. Oka; Y. Higo

Serviceability limit state CPT-based design for vertically loaded shallow footings on sand
Marco Uzielli; Paul W. Mayne

Application of a new convergence measurement technique for the rehabilitation of old Rossio railway tunnel, Lisbon
V.F. Navarro Torres; C. Dinis da Gama; M.M. Costa e Silva; R. N. Singh; D. Reddish; R. Stace

New technique of ground improvement: driven cast-in-situ thin wall concrete pipe piles (PCC)
Ali H. Mahfouz

Numerically observed shear bands in soft sensitive clays
Vikas Thakur

Initial stress formulae of high-order NMM and DDA for large deformation analysis
Haidong Su; Xiaoling Xie
Georisk: Assessment and Management of Risk for Engineered Systems and Geohazards
No New Issue
Design parameters for geosynthetic dewatering tubes derived from pressure filtration tests
S. Cantré; F. Saathoff

Effect of geotextile constraint on geotextile/geomembrane interface shear behavior
D. Kim; J.D. Frost

Settlement of footings on reinforced level sandy ground at peak footing loads
C.-C. Huang

Stiffness of reinforced level sandy ground loaded by a footing
C.-C. Huang
Geotechnical and Geological Engineering
No New Issue
Chemo-mechanical effects in kaolinite. Part 1: prepared samples
A.S. Wahid; A. Gajo; R. Di Maggio

Chemo-mechanical effects in kaolinite. Part 2: exposed samples and chemical and phase analyses
A.S. Wahid; A. Gajo; R. Di Maggio

Changes to particle characteristics associated with the compression of sands
F.N. Altuhafi; M.R. Coop

Cyclic stress–strain response of compacted gravel
G. Modoni; J. Koseki; L.Q. Anh Dan

Analysis of model sheet pile walls with plastic hinges
P.J. Bourne-Webb; D.M. Potts; D. König; D. Rowbottom

Ultrasonic transducers characterisation for evaluation of stiff geomaterials
F. Tallavo; G. Cascante; M.D. Pandey

A field study of stress-dependent soil–water characteristic curves and permeability of a saprolitic slope in Hong Kong
C.W.W. Ng; H.N. Wong; Y.M. Tse; J.W. Pappin; H.W. Sun; S.W. Millis; A.K. Leung

A comparison of dynamic and quasi-static results for the flow towards a well
J.J. Nader

Cone penetration tests in a virtual calibration chamber
M. Arroyo; J. Butlanska; A. Gens; F. Calvetti; M. Jamiołkowski
Design method for geotextile tubes considering strain – Formulation and verification by laboratory tests using photogrammetry
S. Cantré, F. Saathoff

Impact of a synthetic leachate on permittivity of GCLs measured by filter press and oedopermeameter tests
S. Rosin-Paumier, N. Touze-Foltz, A. Pantet

Centrifuge model tests of geotextile-reinforced soil embankments during an earthquake
Liping Wang, Ga Zhang, Jian-Min Zhang

Numerical analysis of a laterally loaded shaft constructed within an MSE wall
Jie Huang, Robert L. Parsons, Jie Han, Matthew Pierson

Modeling of the cyclic behavior of shallow foundations resting on geomesh and grid-anchor reinforced sand
A.H. Boushehranian, N. Hataf, A. Ghahramani

Analysis of geosynthetic tubes filled with several liquids with different densities
Josef Malik, Stanislav Sysala

Dynamic behavior of reinforced walls – Horizontal displacement response
Ching-Chuan Huang, Jeng-Chong Horng, Wen-Jong Chang, Jiunn-Shyang Chiou, Chia-Han Chen

Deformation and consolidation around encased stone columns
Jorge Castro, César Sagaseta

Effect of subgrade soil stiffness on the design of geosynthetic tube
Wei Guo, Jian Chu, Shuwang Yan

Evaluation of the EUROSEM model for predicting the effects of erosion-control blankets on runoff and interrill soil erosion by water
T. Smets, L. Borselli, J. Poesen, D. Torri

An incremental model to assess the environmental impact of cap cover systems on MSW landfill emissions
Matthias J. Staub, Giorgia Marcolina, Jean-Pierre Gourc, Raphaël Simonin

Behavior of geogrid-reinforced ballast under various levels of fouling
Buddhima Indraratna, Ngoc Trung Ngo, Cholachat Rujikiatkamjorn
Analysis of installation damage tests for LRFD calibration of reinforced soil structures
Richard J. Bathurst, Bingquan Huang, Tony M. Allen

Shear strength of geosynthetic composite systems for design of landfill liner and cover slopes
Hisham T. Eid

Analysis and modification of the British Standard BS8006 for the design of piled embankments
S.J.M. van Eekelen, A. Bezuijen, A.F. van Tol

Puncture resistance of polyester (PET) and polypropylene (PP) needle-punched nonwoven geotextiles
George R. Koerner, Robert M. Koerner

Pore size distribution of hybrid nonwoven geotextiles
Amit Rawal, Harshvardhan Saraswat
Ground Improvement
No New Issue
International Journal of Geomechanics
No New Issue
A 3D distinct lattice spring model for elasticity and dynamic failure
Gao-Feng Zhao, Jiannong Fang and Jian Zhao

Pore scale study of permeability and tortuosity for flow through particulate media using Lattice Boltzmann method
Ali Ghassemi and Ali Pak

A macroelement formulation for shallow foundations on cohesive and frictional soils
Chatzigogos, R. Figini, A. Pecker and J. Salençon

Developing elasto-plastic models without establishing any expression for the yield function
C. M. Sands, H. W. Chandler and I. A. Guz

Experimental analysis of kaolinite particle orientation during triaxial path
Mahdia Hattab and Jean-Marie Fleureau
Anisotropic model of damage for geomaterials and concrete
Abdenour Alliche and Helene Dumontet

Preconditioners in computational geomechanics: A survey
G. Gambolati, M. Ferronato and C. Janna

A coupled fluid–solid model for problems in geomechanics: Application to sand production
D. F. Boutt, B. K. Cook and J. R. Williams

Analytical and numerical analyses of the load-bearing capacity of retaining walls laterally supported at both ends
Sylvain Plumey, Aurelio Muttoni, Laurent Vulliet and Vincent Labiouse

A new parabolic variational inequality formulation of Signorini’s condition for non-steady seepage problems with complex seepage control systems
Yifeng Chen, Ran Hu, Chuangbing Zhou, Dianqing Li and Guan Rong

Three-dimensional inverse analyses of a deep excavation in Chicago clays
Youssef M. A. Hashash, Hwayeon Song and Abdolreza Osouli

A. G. Razdolsky
TECHNICAL PAPERS

Meta-Analysis of 301 Slope Failure Calculations. I: Database Description
Quentin B. Travis, Mark W. Schmeeckle, and David M. Sebert

Meta-Analysis of 301 Slope Failure Calculations. II: Database Analysis
Quentin B. Travis, Mark W. Schmeeckle, and David M. Sebert

Effect of Antecedent Rainfall Patterns on Rainfall-Induced Slope Failure
Arezoo Rahimi, Harianto Rahardjo, and Eng-Choon Leong

Application of an Anisotropic Constitutive Model for Structured Clay to Seismic Slope Stability
Mahdi Taiebat, Amir M. Kaynia and Yannis F. Dafalias

Simplified Method for Spatial Evaluation of Liquefaction Potential in the St. Louis Area
Jae-Won Chung and J. David Rogers

Field Measurements and Finite-Element Method Simulation of a Tunnel Shaft Constructed by Pneumatic Caisson Method in Shanghai Soft Ground
Fang-Le Peng, Hai-Lin Wang, Yong Tan, Zheng-Liang Xu, and Yao-Liang Li

Analysis of Tunneling-Induced Ground Movements Using Transparent Soil Models
Mahmoud Ahmed and Magued Iskander

Cyclic Behavior of Asphalt Concrete Used as Impervious Core in Embankment Dams
Weibiao Wang and Kaare Höeg

TECHNICAL NOTES

Effect of Interparticle Friction on the Cyclic Behavior of Granular Materials Using 2D DEM
Md. Mahmud Sazzad and Kiichi Suzuki

Assessing the Potential of Internal Erosion and Suffusion of Granular Soils
Buddhima Indraratna, Vo Trong Nguyen and Cholachat Rujikiatkamjorn

DISCUSSIONS AND CLOSURES

Discussion of “New Earth Retention System with Prestressed Wales in an Urban Excavation” by Jong-Sik Park, Yong-Sun Joo, and Nak-Kyung Kim
Manuel Matos Fernandes and Baldomiro Xavier
TECHNICAL PAPERS

SAMPLE DISTURBANCE EFFECTS ON UNDRAINED SHEAR STRENGTHS — STUDY FROM TAKUHOKU SITE, SAPPORO—
VUTHY HORNG, HIROYUKI TANAKA, HIROSHI HIRABAYASHI and RYOUZO TOMITA

MICROZONATION FOR SEISMIC GEOTECHNICAL HAZARDS AND ACTUAL DAMAGE DURING THE 2005 FUKUOKA-KEN SEIHO-OKI EARTHQUAKE
SUSUMU YASUDA, HIDEO NAGASE and YUTAKA TANOUE

NONLINEAR EARTHQUAKE RESPONSE CHARACTERISTICS OF A CENTRAL CLAY CORE ROCKFILL DAM
TATSUO OHMACHI and TETSUYA TAHA

STRENGTH DEVELOPMENT IN CEMENT ADMIXED BANGKOK CLAY: LABORATORY AND FIELD INVESTIGATIONS
SUKSUN HORPIBULSK, RUNGLAWAN RACHAN, APICHAT SUDDEEPONG and AVIRUT CHINKULKIJNIWAT

AN IMPROVED MODEL OF SOIL RESPONSE TO LOAD, UNLOAD AND RE-LOAD CYCLES IN AN OEDOMETER
ROY BUTTERFIELD

PARAMETERS CONTROLLING STRENGTH OF INDUSTRIAL WASTE-LIME AMENDED SOIL
NILO CESAR CONSOLI, AMANDA DALLA ROSA and RODRIGO BECK SALDANHA

INFLUENCE OF THE SOIL FABRIC ON THE MECHANICAL PROPERTIES OF UNSATURATED CLAYS
NIKOL KOCHMANOVÁ and HIROYUKI TANAKA

ONE-DIMENSIONAL FLOW INFILTRATION THROUGH A COMPACTED FINE GRAINED SOIL
KÁTIA V. BICALHO, DOBROSLAV ZNIDARCIC and HO-YIM KO

CENTRIFUGE MODEL TEST STUDY OF RAINFALL-INDUCED DEFORMATION OF COHESIVE SOIL SLOPES
GA ZHANG, JIYUN QIAN, RUI WANG and JIAN-MIN ZHANG

BEHAVIOR AND SIMULATION OF DEEP CEMENT MIXING (DCM) AND STIFFENED DEEP CEMENT MIXING (SDCM) PILES UNDER FULL SCALE LOADING
P. VOOTTIPRUEX, D. T. BERGADO, T. SUKSAWAT, P. JAMSAWANG and W. CHEANG

A CASE STUDY ON THE IN-SITU MATRIX SUCTION MONITORING AND UNDISTURBED-SAMPLE LABORATORY TEST FOR THE UNSATURATED COLLUVIUM SLOPE
CHING-JIANG JENG and TAI-AN LIN

TECHNICAL REPORTS

GEOTECHNICAL ASPECTS OF THE SUMATRA EARTHQUAKE OF SEPTEMBER 30, 2009, INDONESIA
IVAN GRATCHEV, MASYHUR IRSYAM, IKUO TOWHATA, BAKHTIAR MUIN and HASBULLAH NAWIR

COMBINED FOUNDATION OF A HIGH-RISE BUILDING COMPLEX ON SAND: ANALYSIS AND OBSERVATION
CHRISTOS VRETTOS and KURT-MICHAEL BORCHERT

TECHNICAL NOTES

INFLUENCE OF CURING STRESS ON ONE-DIMENSIONAL YIELDING OF CEMENT-ADMIXED BANGKOK CLAY AT HIGH WATER CONTENT
PORNKASEM JONGPRADIST, SOMPOTE YOUWAI, PICHET MANORAT, WARAT KONGKITKUL and SOMCHAI CHUCHEEPSAKUL

EFFECTS OF ALUMINUM SULFATE AND POLYELECTROLYTE SOLUTIONS ON THE GEOTECHNICAL PROPERTIES OF ORGANIC CLAY
BRENDAN C. O’KELLY
SH-wave diffraction by a semi-circular hill revisited: A null-field boundary integral equation method using degenerate kernels
Jeng-Tzong Chen, Jia-Wei Lee, Chine-Feng Wu, I-Lin Chen

Experimental study of seismic behavior of two hilly sites in Tehran and comparison with 2D and 3D numerical modeling
Mohammad Khandan Bakavoli, Ebrahim Haghshenas, Mohsen Kamalian

Ground shaking scenarios at the town of Vicoforte, Italy
L. Scandella, C.G. Lai, D. Spallarossa, M. Corigliano

A response-based simplified model for vertical vibrations of embedded foundations Shi-Shuenn Chen, Jun-Yang Shi

Dynamic response of a porous seabed around pipeline under three-dimensional wave loading
X.L. Zhang, D.S. Jeng, M.T. Luan

Three-dimensional nonlinear seismic analysis of concrete faced rockfill dams subjected to scattered P, SV, and SH waves considering the dam-foundation interaction effects
Ali Seiphoori, S. Mohsen Haeri, Masoud Karimi

Experimental validation of soil-structure interaction of offshore wind turbines
S. Bhattacharya, S. Adhikari

Enhancement of long period components of recorded and synthetic ground motions using InSAR
Jose A. Abell, Juan Carlos de la Llera, Charles W. Wicks

Developing fragility curves for a pile-supported wharf
Jiunn-Shyang Chiou, Chi-Han Chiang, Ho-Hsiung Yang, Shang-Yi Hsu

Stability analysis of multi-directional anchored rock slope subjected to surcharge and seismic loads
Sanjay Kumar Shukla, Md. Monir Hossain

Dynamic passive pressure from c-ϕ soil backfills
Sanjay Kumar Shukla, Daryoush Habibi

Site response effects on an urban overpass
J.M. Mayoral, J.Z. Ramirez
Geotechnical design for the Port Botany expansion project, Sydney
Philip R. E. Davies; James D. McIlquham

The adaptation and use of French and UK earthworks methods
Richard Puttock; Robert Foster; Simon Walkley

Compaction of fills in land reclamation by rapid impact
Ken S. Watts; Adrian Cooper

Behaviour of compacted silt used to construct flood embankment
Gráinne El Mountassir; Marcelo Sánchez; Enrique Romero; Ria A A Soemitro

Field permeability at shallow depth in a compacted fill
Lisa J. H. Li; Limin Zhang; Ben C. P. Kwong

Use of red gypsum in soil mixing engineering applications
Paul N. Hughes; Stephanie Glendinning; David A. C. Manning; Maggie L. White

Reclamation of former ironstone workings, Priors Hall, Corby, UK
Jonathan S. Palmer; Alistair Campbell; Roy Wilson